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CRANKED TURN-AND-TILT HARDWARE GEZE F 1200

EASE OF USE FOR LARGE AND HEAVY WINDOWS

G E Z E  R WA A N D V E N T I L AT I O N T E C H N O LO G Y
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GEZE RWA AND VENTILATION TECHNOLOGY

Ease of use for large and heavy windows

CRANKED TURN-AND-TILT HARDWARE GEZE F 1200

Cranked turn-and-tilt hardware GEZE F 1200

Easy operation for large scale casements and heavy windows

As a leading manufacturer for decades with the F 1200 GEZE o" ers cranked turn-and-tilt hardware for large scale and heavy windows. 

The F 1200 meets speci# c requirements for robustness and stability as well as it achieves the needs of upscale comfort – including, for 

example thermal isolation and protection against driving rain, burglar resistance and, of course operation suitable for handicapped 

people. The F 1200 is used in many places – for instance in administration, security-relevant buildings and commercial properties, hospitals, 

schools and universities as well as in homes for handicapped people and in comfortable residential buildings.

j Continuous adjustable ventilation – from a small gap to full tilt opening
j High loading capacity
j Secure operation through cranking mechanism with control indicator, independent of casement weight

 Additional mal-operation block and overload slip coupling
j Secure locking: any number of locking studs can be inserted on all four sides, 

 all adjustable for closing pressure
j All # tting components are mounted on the inside of the frame, leaving room for the insulation zone

 j Modern assembly technology

Extensive clampable ! tting components – thereby comparable to solo tilt-and-turn ! ttings 

PRODUCT FEATURES

Bottom hung casement 

inward opening

Side hung casement  

inward opening
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Cranked turn-and-tilt hardware

Ease of use for large and heavy windows

CRANKED TURN-AND-TILT HARDWARE GEZE F 1200

Application diagram

Casement weight (kg/m2)

Casement width (mm)
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Range of application for aluminium windows

Casement width
min. 750 mm

max. 2000 mm

Casement height

min. 750 mm

max. 2500 mm

depending of casement weight (glass thickness)

Casement weight up to 200 kg

Tilt-opening width max. 180 mm

Casement in tipping over position

Casement in trick position

All visible parts such as hinges, bearings and gearing cover are made of aluminium. All other parts stainless 

or rust-proof. Surface: silver

j All " tting components – except the drive and bearings – are installed with push " t
j The " ttings require a special framing pro" le, which is adaptable to the existing cover frames of various 

pro" le types.

EXAMPLES OF 

TYPES OF APPLICATION
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GEZE RWA AND VENTILATION TECHNOLOGY

Ease of use for large and heavy windows

CRANKED TURN-AND-TILT HARDWARE GEZE F 1200

j Operation via a vertically or horizontally mounted crank transmission on the casement pro" le.

 The crank transmission is equipped with an anti-overload device (safety clutch).
j The current functional position is displayed on a vision panel.
j Via the fold out lever the casement can either be get into trick or tipping over position.
j Every individually required tipping over position can be achieved.
j The " tting system locks by default in all four corners.
j Depending on the window‘s size any locking device can be additional horizontally or vertically 

 mounted.
j All locking studs can be adjusted for pressure of closing.
j Short installation and processing time can be achieved by using clampable and ready to assemble 

" tting units.

TECHNICAL DATA

INSTALLATION DRAWINGS

Fitting housing for aluminium pro� le

Drawing No. 50712-0-001-1 and 50712-0-001-2

Seal arrester
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Cranked turn-and-tilt hardware

Ease of use for large and heavy windows

CRANKED TURN-AND-TILT HARDWARE GEZE F 1200

Accessories for cranked turn-and-tilt hardware GEZE F 1200

Cross scissor mechanism

This combines the most important integrated functions
j Continuously adjustable tilt position – smooth running, independent of the casement weight
j In the running position the window is securely held
j Even in the case of incorrect operation the casement does not drop

Crank mechanism with fold out lever

j Also to be used as a handle to move in turning position
j Can be " tted in the vertical or in horizontal frame parts
j Easy to operate
j Fitted with safety clutch in order to avoid excessive load
j Visual indication of the di# erent window positions

Drive with barrel lock to secure turning position

j Safety device
j Special authorisation for trick positions

Drive with removable crank

j Safety device
j Casement actuation only for authorised persons possible

Corner transmission

j Tough spring hinge corner transmission ensures high functional integrity and transmission

 or force free play

Locking studs

j Can be inserted on all four sides
j All locking studs can be adjusted for closing pressure

 (centre locking vertical or horizontal)
j The locking studs are secured against unintentional turning

Corner transmission

Locking studs

Drive for removable crank

Drive with barrel lock

Crank mechanism with fold out lever

Cross scissor mechanism



6

G
EZ

E 
F 

12
0

0
C

ra
n

ke
d

 t
u

rn
-a

n
d

-t
ilt

 

h
ar

d
w

ar
e

GEZE RWA AND VENTILATION TECHNOLOGY

Ease of use for large and heavy windows

CRANKED TURN-AND-TILT HARDWARE GEZE F 1200

Accessories for cranked turn-and-tilt hardware GEZE F 1200

Secondary scissor mechanism

j For casement width from 1400 mm
j Synchronised operation with primary cross scissor mechanism during tilting operation,

 ensures additional stability to very wide leaves

Opening restrictor

j Available in several sizes
j For variable limitation of the opening position with the side hung casement

Mal-operation block

j Prevents incorrect operation of the mechanism

Burglar resistance

For safeguarding of side hung casements against forced entry the following accessories can be used:

j Dead lock
j Hooked locking devices

Hooked locking devices

Dead lock

Mal-operation block

Opening restrictor

Secondary scissor mechanism
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Cranked turn-and-tilt hardware

Ease of use for large and heavy windows

CRANKED TURN-AND-TILT HARDWARE GEZE F 1200

ORDERING INFORMATION – CRANKED TURN-AND-TILT HARDWARE GEZE F 1200

Description Finish ID No.

Basic " ttings F 1200

without drive gear, for vertical mounting of the drive
anodised aluminium 1)

left 062910

right 062908

Drive F 1200 with crank anodised aluminium 1)
left 063228

right 063226

Drive F 1200 lockable, with crank anodised aluminium 1)
left 063232

right 063230

Drive F 1200 for removable crank (without crank) anodised aluminium 1)
left 063377

right 063375

Removable crank for drive F 1200 063332

Secondary scissor mechanism F 1200
left 062914

right 062913

Corner transmission F 1200 with accessories for horizontal mounting of the drive 2) 063211

Centre locking F 1200 vertical or horizontal 062912

Opening restrictor F 1200 3)

not damped size 0 066035

damped
size 1 066036

size 2 066037

Burglar resistance F 1200

Clasp 000330

Dead lock for overlap from 10 to 11 mm anodised aluminium 1) synchronised closing 001857

Drilling template, 5-fold 063418

1) Customer speci" ed colours are available on request.
2) If horizontal centre locking is used, no corner transmission with accessory parts is required in the case of horizontal gear mounting!
3) The size is depending on the width of the casement.



GEZE GmbH

P.O. Box 1363

71226 Leonberg

Germany 

GEZE GmbH

Reinhold-Vöster-Straße 21-29

71229 Leonberg

Germany

Telefon +49 (0) 7152-203-0

Telefax +49 (0) 7152-203-310

www.geze.com

Germany

GEZE Sonderkonstruktionen GmbH

Planken 1

97944 Boxberg-Schweigern

Tel. +49 (0) 7930-92 94-0

Fax +49 (0) 7930-92 94-10

E-Mail: sk.de@geze.com

GEZE GmbH

Niederlassung Nord/Ost

Bühringstraße 8

13086 Berlin (Weissensee)

Tel. +49 (0) 30-47 89 90-0

Fax +49 (0) 30-47 89 90-17

E-Mail: berlin.de@geze.com

GEZE GmbH

Niederlassung West

Nordsternstraße 65

45329 Essen

Tel. +49 (0) 201-83 082-0 

Fax +49 (0) 201-83 082-20

E-Mail: essen.de@geze.com

GEZE GmbH

Niederlassung Mitte

Adenauerallee 2

61440 Oberursel (b. Frankfurt)

Tel. +49 (0) 6171-63 610-0

Fax +49 (0) 6171-63 610-1

E-Mail: frankfurt.de@geze.com

GEZE GmbH

Niederlassung Süd

Breitwiesenstraße 8

71229 Leonberg

Tel. +49 (0) 7152-203-594

Fax +49 (0) 7152-203-438

E-Mail: leonberg.de@geze.com

GEZE Service GmbH NL Südwest

Reinhold-Vöster-Straße 25

71229 Leonberg

Tel. +49 (0) 7152-92 33 34

GEZE Service GmbH NL Nord-Ost

Bühringstraße 8

13086 Berlin (Weissensee)

Tel. +49 (0) 30-47 02 17 32

GEZE Service GmbH NL West

Nordsternstraße 65

45329 Essen

Tel. +49 (0) 201-8 30 82 16

GEZE Service GmbH NL Mitte

Feldbergstraße 59

61440 Oberursel

Tel. +49 (0) 6171-63 327-0

GEZE Service GmbH NL Süd

Parkring 17

85748 Garching bei München

Tel. +49 (0) 89-120 07 42-0

Austria

GEZE Austria

Wiener Bundesstrasse 85

A-5300 Hallwang

Tel: +43/6225/87180

Fax: +43/6225/87180-299

E-Mail: austria.at@geze.com

Baltic States

GEZE GmbH Baltic States o!  ce

Dzelzavas iela 120 S

1021 Riga

Tel. +371 (0)  67 89 60 35

Fax +371 (0) 67 89 60 36

E-Mail: o!  ce-latvia@geze.com

Benelux

GEZE Benelux B.V.

Leemkuil 1

Industrieterrein Kapelbeemd

5626 EA Eindhoven

Tel. +31 (0) 40-26 290-80

Fax +31 (0) 40-26 290-85

E-Mail: benelux.nl@geze.com

Bulgaria

GEZE Bulgaria - Trade 

Representative O!  ce

61 Pirinski Prohod, entrance „B“, 

4th " oor, o!  ce 5, 

1680 So# a

Tel.  +359 (0) 24 70 43 73 

Fax +359 (0) 24 70 62 62

E-Mail: o!  ce-bulgaria@geze.com

India

GEZE India Private Ltd.

MF 2 & 3, Guindy Industrial Estate

Ekkattuthangal

Chennai 600 097

Tamilnadu

Tel. +91 (0) 44 30 61 69 00

Fax +91 (0) 44 30 61 69 01

E-Mail: o!  ce-india@geze.com

Italy

GEZE Italia Srl

Via Giotto, 4

20040 Cambiago (MI)

Tel. +39 (0) 29 50 695-11

Fax +39 (0) 29 50 695-33

E-Mail: italia.it@geze.com

GEZE Engineering Roma Srl

Via Lucrezia Romana, 91

00178 Roma

Tel. +39 (0) 6-72 65 311

Fax +39 (0) 6-72 65 3136

E-Mail: roma@geze.biz

Poland

GEZE Polska Sp.z o.o.

ul. Annopol 21

03-236 Warszawa

Tel. +48 (0) 22 440 4 440

Fax +48 (0) 22 440 4 400

E-Mail: geze.pl@geze.com

Romania

GEZE Romania s.r.l.

IRIDE Business Park,

Str. Dimitrie Pompeiu nr. 9-9a,

Building 10, Level 2, Sector 2,

020335 Bucharest

Tel.:   +40 (0) 21 25 07 750

Fax:   +40 (0) 21 25 07 750

E-Mail: o!  ce-romania@geze.com

Russian Federation

GEZE GmbH Representative 

O!  ce Russia

Kolodesnij pereulok3, str. 25 

O!  ce Nr. 5201-5203

107076 Moskau

Tel. +7 (0) 49 55 89 90 52

Fax +7 (0) 49 55 89 90 51

E-Mail: o!  ce-russia@geze.com

Scandinavia – Sweden

GEZE Scandinavia AB

Mallslingan 10

Box 7060

18711 Täby, Sweden

Tel. +46 (0) 8-7323-400

Fax +46 (0) 8-7323-499

E-Mail: sverige.se@geze.com

Scandinavia – Norway

GEZE Scandinavia AB avd. Norge

Industriveien 34 B

2073 Dal

Tel. +47 (0) 639-57 200

Fax +47 (0) 639-57 173

E-Mail: norge.se@geze.com

Scandinavia – Finland

Branch o!  ce of GEZE Scandinavia AB

Herralantie 824

Postbox 20

15871 Hollola

Tel. +358 (0) 10-40 05 100

Fax +358 (0) 10-40 05 120

E-Mail: # nland.se@geze.com

Scandinavia – Denmark

GEZE Danmark

Branch o!  ce of GEZE Scandinavia AB 

Mårkærvej 13 J-K

2630 Taastrup

Tel. +45 (0) 46-32 33 24

Fax +45 (0) 46-32 33 26

E-Mail: danmark.se@geze.com

South Africa

DCLSA Distributors (Pty.) Ltd.

118 Richards Drive, Halfway House,

Ext 111

P.O. Box 7934, Midrand 1685

Tel. +27 (0) 1131 58 286

Fax +27 (0) 1131 58 261

E-Mail: info@dclsa.co.za

Switzerland

GEZE Schweiz AG

Bodenackerstrasse 79

4657 Dulliken

Tel. +41 (0) 62 285 54 00

Fax +41 (0) 62 285 54 01

E-Mail: schweiz.ch@geze.com

Turkey

GEZE GmbH Türkiye - İstanbul 

İrtibat Bürosu

Ataşehir Bulvarı, Ata 2/3 

Plaza Kat: 9 D: 84 Ataşehir 

Kadıköy / İstanbul

Tel.  + 90  (0) 21 64 55 43 15

Fax  + 90 (0) 21 64 55 82 15

E-Mail: o!  ce-turkey@geze.com

Ukraine

GEZE Ukraine TOV 

ul. Viskoznaya, 17, 

Building 93-B, O!  ce 12

02094 Kiev

Tel./Fax +38 (0) 44 501 22 25

Tel. +38 (0) 44 499 77 25

E-Mail: o!  ce-ukraine@geze.com

United Arab Emirates/GCC

GEZE Middle East

P.O. Box 17903

Jebel Ali Free Zone 

Dubai

Tel. +971 (0) 4-88 33 112

Fax +971 (0) 4-88 33 240

E-Mail: geze@emirates.net.ae

United Kingdom

GEZE UK Ltd.

Blenheim Way

Fradley Park

Lich# eld

Sta; ordshire WS13 8SY

Tel. +44 (0) 1543 44 30 00

Fax +44 (0) 1543 44 30 01

E-Mail: info.uk@geze.com

China

GEZE Industries (Tianjin) Co., Ltd.

Shuangchenzhong Road

Beichen Economic Development

Area (BEDA)

Tianjin 300400, P.R. China

Tel. +86 (0) 22-26 97 39 95-0

Fax +86 (0) 22-26 97 27 02

E-Mail: Sales-info@geze.com.cn

GEZE Industries (Tianjin) Co., Ltd.

Branch O!  ce Shanghai

Unit 25N, Cross Region Plaza

No 899, Ling Ling Road, 

XuHui District

200030 Shanghai, P.R China

Tel. +86 (0) 21-523 40 960

Fax +86 (0) 21-644 72 007

E-Mail: chinasales@geze.com.cn

GEZE Industries (Tianjin) Co., Ltd.

Branch O!  ce Guangzhou

Room 17C3

Everbright Bank Building, No.689

Tian He Bei Road

510630 Guangzhou

P.R. China

Tel. +86 (0) 20-38 73 18 42

Fax +86 (0) 20-38 73 18 34

E-Mail: chinasales@geze.com.cn

GEZE Industries (Tianjin) Co., Ltd

Branch O!  ce Beijing

Room 1001, Tower D

Sanlitun SOHO

No. 8, Gongti North Road,

Chaoyang District

100027 Beijing, P.R.China

Tel. +86 (0) 10-59 35 93 00

Fax +86 (0)10-59 35 93 22

E-Mail: chinasales@geze.com.cn

France

GEZE France S.A.R.L.

ZAC de l’Orme Rond

RN 19

77170 Servon

Tel. +33 (0) 1-60 62 60-70

Fax +33 (0) 1-60 62 60-71

E-Mail: france.fr@geze.com

Hungary

GEZE Hungary Kft.

Bartók Béla út 105-113.

Budapest

H-1115

Tel. +36 (1) 481 4670

Fax +36 (1) 481 4671

E-Mail: o!  ce-hungary@geze.com

Iberia

GEZE Iberia S.R.L.

Pol. Ind. El Pla

C/Comerc, 2-22, Nave 12

08980 Sant Feliu de Llobregat 

(Barcelona)

Tel. +34 9-02 19 40 36

Fax +34 9-02 19 40 35

E-Mail: info@geze.es
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